
MAG-120I INSERT READER

❚ Microcontroller driven technology

❚ High energy magnetic stripe badges resist accidental erasing 
of encoded data

❚ Proprietary encoding format restricts badge counterfeiting

❚ LED indicators acknowledge good read or bad read

❚ Operates in four selectable on-line or stand-alone parking and
building access control modes

❚ In parking mode, on-line reader automatically switches to 
stand-alone mode when communications fail; or, in all modes,
switches to stand-alone on demand at the host or reader

❚ Outdoor operation

MAG-120S SWIPE READER

❚ Direct replacement of optic readers

❚ Up to eight events can be enabled for building access including
error messages for door ajar, door forced open, and alarms for
open door

❚ Built-in diagnostics to test reader check sum; diagnostic chip
available for complete reader test

❚ Readers interface with PC-based facility management 
software system

❚ Accommodates true or timed anti-passback
programmable output delay

❚ Valet and Cardtrol applications available

❚ Indoor operation
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INSERT SWIPE
FACE PLATE BACK BOX

Height: 5⁹⁄₁₆”  (14 cm) 6³⁄₈”  (16 cm)  5¹⁄₂”  (14 cm)
Width: 8¹⁄₄”   (21 cm) 8⁷⁄₈”  (23 cm) 8”     (20 cm)
Depth: 6⁹⁄₁₆”  (17 cm) ¹⁄₄”    (1 cm) 2³⁄₄”  (7 cm)

Power: 24 volt power supply 24 volt power supply
Environment: -200F to 1400F (-28°C to 60°C) -200F to 1400F (-28°C to 60°C)

95% non-condensing humidity 95% non-condensing humidity
9 watt 24V/DC heater
(externally powered)

Mounting: pedestal or wall wall only (not for outside use)
Finish: yellow - (RAL”1028) or  brushed finish stainless steel face plate with steel 

white - (RAL”9010) with back box
graphics standard

(special colors available)
Cable: Belde 8777 recommended Belden 8777 recommended

(not provided) (not provided)

READER MODES

❚ Generic reader

❚ Building access for 3rd party alarm output

❚ Building access for local alarm

❚ Parking reader
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